“Stay Connected” with Liquid Tight Cordgrips

a PennEngineering® Company
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Heyco®-Tite Metallic Liquid Tight Cordgrips /}%\ 3 i
Straight-Thru, NPT Hubs w/ =
The Ultimate in Liquid Tight Strain Relief Protection

CABLEDIA. RANGE | PART ~ DESC. | Gland |NPT PART DIMENSIONS Steel:

» . NO. Color |HUB) A o ¢ v E = Zinc plated steel construction for
Minimum | Maximum SIZE E,'g,f?,'::e seﬁ:,'t"g B,ffly &":th" m‘;fﬁd superior protection of flexible cables.
. _ _ CHEX 0D _ = Compact design allows fittings to
in. 'mm.| in. | mm. in. |mm. in. |mm. in. mm. in. | mm. in. mm. be Consecu“vely ganged_no Sk|pp|ng

Steel knockouts—and occupy less real estate.
150 | 38250 | 63/ 9760 CG50A-250 LTI . : -

250 63 350 89 9761 CG50A-350 | White Galvanized steel pressure ring prevents
350 89450 114 9762 CG50A-450 UM 1/2 | 875222 103 | 262 94 238|131 333 | 81 206 distortion of the grommet when the
450 | 11,4 | 550 | 14,0 | 9763 | CG 50A-560 NEIL:L] sealing nut is tightened.

550 | 14,0 | 650 | 16,5 | 9764 | CG 50A-650 Moy = Neoprene rubber grommet ensures
150 | 38|.250 | 63| 9766  CG 75A-250 ML

250 63 /.350 89| 9767 | CG75A-350 | White ?hpermb?nent rain-tight seal around
350 | 89450 114 9769 | CG75A-450 T 3/4 1109282 1.03 | 262 (1.18 1299 1.31 333 | .81 206 € cable. .

450 | 11,4 | 550 | 14,0 | 9770 | CG 75A-560 [l = Body and sealing nut are made of
550 | 14,0 | .650 | 16,5 | 9771 | CG 75A-650 W{lll corrosion resistant machined steel.

S| 102 0 102 | o gg;gg;ggmm 1109|282/ 127 | 323 (118 | 299 156 (397 |1.03 262 Zinc plated with special brighteners
AL ’ for an attractive finish.

Zinc Die-Cast = Color coded label system identifies th
190 48|.250| 63|9776] cG 11 olor coded label System identiiies the
260 66375 95/ 9777| CG12 | N/A |1/2| .875/22,2/1.00 254 .94 2338 1.20 30,5 .80 20,3 cordgrips by wire range/grommet
375| 95/.450 11,4 9778 CG13 opening.

*May vary S||ght|y dependmg on cable diameter. ® FOF use in Clearance or threaded h0|eS

= Multiple cable sizes with 1/2"to 3/4”
NPT hubs, cover a flexible cord
diameter range of .150” (3,8 mm)
t0.8507 (21,6 mm).
‘PEA‘ A = Temperature Rgting: 221°F (105°C).
— = DFARS Compliant

T
SUGGESTED CLEARANCE HOLE
-~ D— FOR NONTHREADED MOUNTING
Zinc Die-Cast D -
e E— A Zinc Die-Cast:
= Zamac #3 construction for protection
of flexible cables.
¢ e For use in clearance or threaded holes.
= We recommend using the smallest

SUGGESTED CLEARANCE HOLE maximum diameter range cordgrip
FOR NONTHREADED MOUNTING that will fit your application.
= Temperature Rating: 140°F (60°C).
e DFARS Compliant
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