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Applicator Ordering Guidelines and Press Specifications...

To order a Heyco® Applicator:
Please provide your customer service representative 
with the following:
1. Correct Heyco part number
2. American Wire Gauge (AWG) you will be using with the 
   Heyco part number (AWG replaces the "XX" that appears 
   under the Die column in the tabular charts).
3. Shut height of your press
4. Sample of the wire you are using

7.000

3.5001.88

1.13

0.1251.25

3.25

4.00 MIN. (for standard applicators)
3.00 MIN. (for universal applicators)

FRAME THROAT

CENTERLINE OF RAM
& SHANK LOCATION

OPTIONAL SCRAP HOLE

3/8-16 THRD
THRU (2)

NOT NEEDED FOR 
SCRAPLESS PARTS

THROAT WIDTH:
3.38 MIN. UNIVERSAL
& STANDARD APPLICATORS
4.00 MIN. FOR REAR FED
6.00 MIN FOR RANGE BLADE
STRIP APPLICATORS

      

 

      
     
  
       

Press Specifications:
For Universal and Standard Applicators:
1. 3.0 to 5.0 tons depending on terminal
2. Universal: 1.00-1.50˝ (25,4 – 38,1 mm) stroke 4.00-5.00˝ 
   (101,6 – 127,0 mm) shut height
3. Standard: 1.50˝ (38,1 mm) stroke 5.00˝ (127,0 mm) shut height
4. Diameter of mounting hole for shank 1.00˝ (25,4 mm)

For Heyco® Mini Applicators:
1. 1.5 to 3.0 tons depending on terminal
2. 1.575˝ to 1.181˝ (30 – 40 mm) stroke
3. 5.346˝ (135,8 mm) shut height
4. Mounting mini die T style coupling


